
TECHNICAL DRAWING

APPLICATION

MOUNTING

Material ABS, aluminum, stainless steelABS, aluminum, stainless steel

Shape roundround

Height 30 mm30 mm

Width 34.5 mm34.5 mm

Maximum current 7 A7 A

Loss of voltage 0.05 V0.05 V

Working temperature 60°C60°C

Lifting capacity 10 kg10 kg

Conducting electricity yesyes

Color Ref

gray
C28225C02PC28225C02P
4263342633

white
C28225L10PC28225L10P
4266542665

TECHNICAL SPECIFICATIONS

Vertical suspension of the lighting fixture on wires
Possibility to conduct two poles of current

aesthetic finish and protection of the interior of the lighting fixture-

to the profile, using bolts (included)-
to wires, using blocks-

Electricity conductive end cap JAZ-DUO-W
Ref. C28225C02P
Ref. arch 42633
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RELATED PROFILES > ARCHITECTURAL

JAZ-DUO
A00788
Ref. arch C0788

RELATED ACCESSORIES > OTHER RELATED ACCESSORIES > WIRES AND RODS

WIRE
FI-1,35mm
Z70310
Ref. arch 70310

Electricity conductive end cap JAZ-DUO-W
Ref. C28225C02P
Ref. arch 42633
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