
TECHNICAL DRAWING

APPLICATION

MOUNTING

ADDITIONAL INFORMATION

Material magnetmagnet

Color silversilver

Height 4.2 mm4.2 mm

Diameter 14 mm14 mm

Lifting capacity 1 kg1 kg

TECHNICAL SPECIFICATIONS

SAMPLE PROJECTS

  

Easy assembly and disassembly with magnets
For light and medium lighting fixtures with one or two LED strips
Invisible mounting bracket

attaching lighting fixtures to ferromagnetic metal surfaces-

to the lighting fixture, using a small lock and a screw (included)-

the set includes 4 mounting brackets-
recommendation: 3 mounting brackets every 1 m of the lighting fixture for light lighting
fixtures for one LED strip or 4 mounting brackets every 1 m of the lighting fixture for medium
lighting fixtures for up to two LED strips

-

Fastener set NEO-ZM-4
Ref. C28106N00
Ref. arch 42128
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RELATED PROFILES > ARCHITECTURAL

GIZA
A05556
Ref. arch B5556

GIZA-LL
A00758
Ref. arch C0758

LIPOD
A05554
Ref. arch B5554

RELATED PROFILES > MINIMALISTIC

PIKO-ZM
A01168
Ref. arch C1168

RELATED PROFILES > UNIVERSAL

OLEK
A08505
Ref. arch B8505

PDS-ZM-PLUS
A02056
Ref. arch C2056

RELATED ACCESSORIES > OTHER RELATED ACCESSORIES > SECURITY AND BLOCKS

SECURING LINE
ZM-1
Z70520
Ref. arch 70520

SECURING LINE
ZM-2
Z70521
Ref. arch 70521

Fastener set NEO-ZM-4
Ref. C28106N00
Ref. arch 42128
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